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o _i et 3. NORMAL OPERATING DEPTH OF SUCTION PIPE IS 1.8m TO 2.4m, GREATER DEPTHS REQUIRE APPROVAL FROM POWER AND WATER.
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\ 5. ACTUATOR BOX IS SINGLE PIECE, ‘DARWIN PRECAST PRODUCT’ OR SIMILAR,WITH 600 x 600 COVER TO MATCH THE COVER CLASS
ACTUATOR BOX, 300 x 600 x 600 DEEP OF THE VACUUM PIT. ACTUATOR TO BE CENTRALLY LOCATED BELOW LID.

WITH 600 x 600 COVER, REFER NOTE 5.
DN50 PVC SCREWED PLUG

PLAN 7. CONCRETE SLAB TO BE PROVIDED OVER PIPEWORK WITH LESS THAN 600mm COVER.

6. ACTUATOR BOX NEED NOT TO BE IN LINE WITH VACUUM MAIN.

8. MAXIMUM DEVIATION ANGLE IS 45°.

VACUUM MAIN
B B B B B _/16!#13_ - 9. PIPEWORK PENETRATIONS TO THE CHAMBER AND PIT ARE TO BE SEALED WITH EPOXY MORTAR.
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SUMP 10.  IF A CHANNEL IS REQUIRED IN THE ACCESS CHAMBER BENCHING, PIPE PENETRATIONS FOR GRAVITY SEWER MAINS INTO ACCESS
: < CHAMBER ARE TO BE OFFSET IN ACCORDANCE WITH STD. DWG. W2-2-01A.
. 3 1, 1. MOUNT SUCTION PIPE TO MAINTAIN MIN. 50mm CLEARANCE BETWEEN TOP OF VACUUM ACTUATOR VALVE AND UNDERSIDE OF
tT{ —~ T s ACCESS COVER, 5\8" BREATHER HOSE IS TO SLOPE DOWNWARDS FROM VACUUM VALVE TO THE BREATHER UNIT.
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\ ) Y i)/ 30 COMMENCE SENSOR TUBING IN ACTUATOR BOX (PAY ATTENTION TO ENSURE THAT THE JOINTS ARE AIR-TIGHT).
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