NOTES:

1. THIS DRAWING DEPICTS THE SEWER AND SEWER CONNECTION CONSTRUCTED IN PVC.
OTHER APPROVED PIPELINE MATERIALS ARE PERMITTED.

2. THE CLASS OF ALL PIPES SHALL BE AS SPECIFIED ON THE PROJECT DESIGN PLANS /
CONCRETE SURROUND TO PROJECT SPECIFICATIONS.
INSPECTION OPENING. HEAVY

DUTY (1000 x 1000mm) SHOWN 3,

ELASTOMERIC SEALING RINGS FOR USE WITH PIPELINE MATERIALS COMPLYING WITH
AUSTRALIAN STANDARDS SHALL COMPLY WITH AS 1646. ELASTOMERIC SEALING
RINGS SHALL BE OF A MATERIAL TYPE APPROVED BY PWC.

CONCRETE SURROUND TO
INSPECTION OPENING LIGHT
DUTY (500 x 500mm) SHOWN

4, ALL PVCPIPES AND FITTINGS SHALL BE RUBBER RING JOINTED (RRJ) UNLESS SHOWN
AS 'SCJ' (SOLVENT CEMENT JOINTED).

5. PVCPIPE INSTALLATION SHALL BE IN ACCORDANCE WITH AS 2032. PIPE
INSTALLATION SHALL COMPLY WITH THE PROJECT SPECIFICATION.

6.  CONCRETE SHALL COMPLY WITH AS 1379. THRUST BLOCK CONCRETE IS TO BE GRADE
N25 (25MPa, 20mm MAX AGGREGATE) AND WHERE APPLICABLE SHALL BE POURED
AGAINST UNDISTURBED GROUND. PROVIDE FELT OR APPROVED PLASTIC BOND
BREAKER BETWEEN FITTING AND CONCRETE.

ALL OTHER CONCRETE TO BE GRADE N32 (32MPa, 20mm MAX AGGREGATE).

PLAN - LIGHT DUTY COVER

PLAN - HEAVY DUTY COVER

7. FOR PROPERTY CONNECTIONS LARGER THAN DN150 DETAILS SHALL BE SUBMITTED
TO PWC FOR APPROVAL.

SL62 STEEL MESH TOP AND

BOTTOM - MIN. 50mm COVER 8. WHERE THE RETICULATION SEWER MAIN IS DN300 OR WHERE THE RETICULATION

SEWER MAIN IS IMMEDIATELY DOWNSTREAM OF AN ACCESS CHAMBER RECEIVING THE
DISCHARGE FROM A PUMPING STATION OR A STEP (SEPTIC TANK EFFLUENT PUMPING)

APPROVED INSPECTION OPENING AND

CAST IRON COVER CONCRETE SURROUND (LIGHT DUTY CAST IRON COVER 2 x W6.3 RING AT 50mm CRS

AND FRAME INSTALLATION SHOWN). REFER TO NOTE 9. AND FRAME APPROVED INSPECTION OPENING AND SYSTEM, A BOUNDARY TRAP SHALL BE INSTALLED BY THE PLUMBER AT THE TIME
THAT THE INTERNAL DRAINAGE CONNECTION IS MADE, REFER TO AS/NZS 3500.
EsésgATPHREADED SL81 MESH - MIN. 50mm COVER DN150 THREADED CONCRETE SURROUND (HEAVY DUTY '
REFER NOTE T, . * END CAP ~200 MIN. IFL\II;:'L%L_IEQLI[?#ES;IOWN). 9. EXCLUDING TYPE & AND TYPE 5 CONNECTIONS, INSTALL HEAVY DUTY INSPECTION
100 MAX. 50 M. 4 — Lya] Fsl FSL 100 MIN. REFER TONOTET0. [ o= s o 2 e FsL : OPENINGS N ROAD OR FOOTPATH RESERVES OR WHERE SPECIFIED ON PROJECT
A S S B = (e a o NG * i sanr\ 8] P DESIGN PLANS/SPECIFICATIONS.
SOT T = | 50T —te— T
EE‘EJSPOL&EGE(ESSESJ) %q = — CEMENT STABILISED DN150 ACCESS 1 1 CEMENT STABILISED MATERIAL 10. FINISH INSPECTION OPENINGS IN ROAD AND FOOTPATH RESERVES FLUSH WITH
2 MATERIAL (TYPE 2 BEDDING COUPLING (SCJ) S {TYPE 2 BEDDING WITH 3% CEMENT) SURROUNDING SURFACE. INSPECTION OPENINGS IN OTHER AREAS TO BE FINISHED
DN300 PVC SN& OR ————— ; WITH 3% CEMENT) N300 PVC SNA O 1 50mm ABOVE FINISHED SURFACE LEVEL FOR LIGHT DUTY AND 100mm ABOVE
gﬁ,ﬂgﬁﬁ%é“mw i TYPE 1BACKFILL WITHIN 100 (MIN) OF EQUIVALENT SHROUD TYPE 1 BACKFILL WITHIN 100 (MIN) OF FINISHED SURFACE LEVEL FOR HEAVY DUTY.
- THE VERTICAL SEWER PIPE. UNLESS PIPE 300 LONG THE VERTICAL SEWER PIPE. UNLESS
TYPE 2 GRAVEL/BEDDING SHOWN OTHERWISE THE BACKFILL MAY SHOWN OTHERWISE THE BACKFILL MAY
BETWEEN DN300 SHROUD AND COMPRISE COMPACTED EXCAVATED TYPE 2 GRAVEL/BEDDING COMPRISE COMPACTED EXCAVATED

DN150 SEWER INSPECTION RISER

INSPECTION OPENING AND

MATERIAL. TAKE CARE DURING
COMPACTION TO ENSURE NO DAMAGE
TO CONNECTIONS BELOW

LIGHT DUTY CONCRETE SURROUND

BETWEEN DN300 SHROUD AND

DN150 SEWER INSPECTION RISER

INSPECTION OPENING AND

HEAVY DUTY CONCRETE SURROUND

MATERIAL. TAKE CARE DURING
COMPACTION TO ENSURE NO DAMAGE
TO CONNECTIONS BELOW
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