FOR POTABLE WATER ONLY

400 WIDE x 150 THICK SLAB x SUITABLE LENGTH FOUNDATION
WHERE SLAB OMITTED. REFER NOTE 2

FOR FIRE SERVICE ONLY

200 MIN

NOTES:

1. TRAFFICABLE AREAS - INSTALL PROTECTION GUARD, UNLESS OTHERWISE APPROVED BY PWC,
TG PREVENT DAMAGE FROM VEHICLES AND RESTRICT ACCESS BY PEBESTRIANS.

2. INSTALLATION OPTIONS:

A)  UNSEALED (HARDSTAND) AREAS - INSTALL CONCRETE SLAB AS SHOWN. PIPEWORK
SUPPORTS TG BE SUPPORTED BY SLAB AND BOLTED TO SLAB.

B)  SEALED AREAS - CONCRETE SLAB MAY BE OMITTED.
PIPEWORK SUPPORTS TO BE PLACED GN FOUNDATIGN AS SHOWN.

C)  GARDEN AREAS - CONCRETE SLAB MAY BE OMITTED WITH PRIOR PWC APPROVAL.
PIPEWORK ASSEMBLY MUST BE FREE OF ANY VEGETATION PLANTING.
PIPEWORK SUPPORTS TO BE PLACED GN FOUNDATIGN AS SHOWN.

3. THE DETAILS SHOWN FOR THE PROPERTY OWNER'S PIPEWORK AND FITTINGS ARE
REPRESENTATIVE ONLY. THE DESIGN SHALL COMPLY WITH RELEVANT AUSTRALIAN STANDARDS
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A él 4. A BACKFLOW CERTIFIED PLUMBER IS REQUIRED TO DETERMINE THE RISK GF CONTAMINATION OF
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=1 700 MIN - 1200 MAX g THE POTABLE WATER SUPPLY DUE TO CROSS CONNECTIONS REFER AS/NZS 3500.1. A TESTABLE
> F———- s BACKFLGW PREVENTION DEVICE SHALL BE FITTED.
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gl : ! C : I 5. GNLY AUTOMATIC SPRINKLER SYSTEMS TO AS2118 AND/OR HYDRANTS TO AS2413 TO BE
2l | ! — CONNECTED TO FIRE SERVICE WHERE A LOW HAZARD ASSESSMENT IS MADE. A TESTABLE
| | L___1 200 MIN SPRING LOADED SINGLE CHECK VALVE IS TO BE INSTALLED. THE INSTALLING PLUMBER MUST
I L___ 1 REFER TO AND COMPLY WITH THE REQUIREMENTS OF AS/NZS 3500.1.
\ 6. IF A MEDIUM OR HIGH HAZARD ASSESSMENT IS MADE, THEN PROVIDE A RECGMMENDATION TO
14:00 WIDE x 150 THICK SLAB PWC. A HYBRAULIC ASSESSMENT OF FIRE SERVICES MUST BE CGMPLETED TO ENSURE FIRE
PLAN REGUIREMENTS ARE NOT COMPRGMISED.
EXTERNAL WATER SERVICE PROPERTY CONNECTION PROPERTY OWNERS PIPEWORK AND FITTINGS. 7. WHERE A REGISTERED AIR GAP (RAG) OR REGISTERED BREAK TANK (RBT) IS PROVIDED IN LIEU
PWC T0 OPERATE AND MANTAN REFER TONOTE 3 BACKFLGW PREVENTION DEVICE. GF A TESTABLE BACKFLOW PREVENTION DEVICE, DISCUSS REQUIREMENTS WITH PWC.
LIMIT OF WATER SERVICE FOR INITIAL DEVELOPMENT , METER OWNED & | NSTALLEDBY LICENSED PLUMBER (SS'E‘%L/E %'EECE'; ¥’SLN\()ETE EESTABLE 8. ISOLATION VALVES SHALL BE APPROVED RESILIENT SEATED SLUICE VALVES FITTED WITH
| FITTED BY PWC ' ' HAND WHEELS.
| 9. GN COMPLETION OF WATER SERVICE, PROVIDE BLANK FLANGE, GASKETS, NUTS, BOLTS AND
| DN80 GST GUARD. PWC MAY WASHERS TG VALVE OUTLET.
oy OPERTY | O T e e S RDS 10. USE GRADE N32 CONCRETE WITH 80mm NOMINAL SLUMP AND 20mm MAXIMUM AGGREGATE
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150 FROM FENCE OR WALL— EEEERVN%LT\EEa\ STOP VALVE —~, PARALLEL TO A WALL COMPLYING WITH AS1379.
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o . 11. EXCLUDING FIRE BOOSTER COMPONENTS, USE ONLY THOSE MANUFACTURERS' PRODUCTS SHOWN
) APPROVED IN THE WATER AND SEWAGE INFRASTRUCTURE PRODUCTS MANUAL
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| = Lo AROUND PIPE (TYPICAL)
gl = 200 13. ALL ABOVE GROUND DUCTILE IRON FITTINGS MUST BE EPOXY CGATED IN (RILSAN) BLUE.
S MN] || 500 MiN SL82 MESH CENTRALLY
gl P TYP 300 MIN DN50 GST SUPPORT LOCATED 14, WHERE ROUND AND GTHER-SHAPED FLANGES ARE MIXED, THE GASKET SHALL MATCH THE
| | 400 MAX | 250 x 250 x 10 GALV SHAPED FLANGE.
| BASE PLATE (& BOLTS)
| 25 | - - v | ' 15. WHEN POURING CONCRETE AGAINST FITTINGS, PLACE GEOTEXTILE MATERIAL (MIN 6mm THICK)
i, : = - - T 1.7 B 7 T L e BETWEEN FITTING FOR THRUST BLOCK AND CONCRETE TO PREVENT DAMAGE TO THE FITTING.
XK V(\\/K DERERA | P A I AP B PR DU ERPA A A | a RS S LR JOINTS MUST BE CLEAR OF CONCRETE.
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|§ BN 3| Ry 16. GRADE 4.6 GALVANISED MILD STEEL BOLTS WITH GALVANISED WASHERS UNDER HEAD AND
o 1= [ =P =l -1 1" L<—300 x 300 x 600 DEEP SQUARE BOLT PERMITTED FOR USE GN ABOVE GROUND FLANGES (RATED TO PN16).
i | _— | l . A FOGTING FOR GST GUARD
S (R 17. USE EPDM 3mm THICK GASKETS ABOVE GROUND.
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= PR I 200 x 200 x 10 MS PLATE 8. BGLTS NUTS S S S S Fol S ON SU
= | | 1t WELDED To BOTTOM OF GUARD. 18. BOLTS, NUTS, WASHERS AND GASKETS FGR METER INSTALLATION SUPPLIED BY PWC.
T b———d  S0MNCOVER 19. PRESSURE TEST WATER SERVICE AT 1000kPa FOR 4 HOURS (NO PRESSURE LOSS PERMITTED)
o \_ 20. DISINFECT PIPEWORK IN ACCGRDANCE WITH PWC WATER SERVICES CUSTGMER HANDOUT 5 -
_E)_ - - 8_ GUIDELINE FOR DISINFECTION OF SUBDIVISIONS AND WATER SERVICE CONNECTIONS FROM 20mm
L \»\__UL AND GREATER.
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