RESILIENT SEATED RESILIENT SEATED
SLUICE VALVE FL/FL SLUICE VALVE FL/FL
EXISTING BRANCH SP/SP EXTENSION PIPE
CONNECTION MINIMUM 1000mm
(REFER NOTE 1)
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DI TEE SO/S0/FL

(REFER NOTE 5.)

NEW BRANCH (REFER NOTE 11

REFER NOTE 10.
FOR ROAD CROSSING

REFER NOTE 4.

1500 MIN (REFER NOTE 2. FOR DI PIPE)

\ !
FOR BICL PIPE

REFER TO PWC STD

TYPICAL THRUST BLOCK DRG W1-2-17A

REFER STD DRG W1-2-05

FLANGE/SOCKET FITTING

NEW BRANCH (REFER NOTE 11)

- 8_

DI TEE SO/SO/FL
(REFER NOTE 5.)

DRG W1-2-17A

BRANCH OFF NEW MAINS (PRIOR TG CGMMISSIONING)

PLAN VIEW

REFER NOTE 3.

\ FOR DICL PIPE \ REFER NOTE 10.

REFER TO PWC STD

FOR ROAD CROSSING

NOTES:

1

MATERIAL AND CLASS OF EXTENSION PIPE SHALL BE SIMILAR TO THAT GF RETICULATION MAIN,
EXCEPT WHERE EXISTING MAIN IS ASBESTOS CEMENT AND IN THIS CIRCUMSTANCE, THE SP/SP
EXTENSION PIPE SHALL BE BUCTILE IRGN AND LOGSE SLEEVED WITH POLYETHYLENE SLEEVING.

| 2. ONADIPIPE, A TEE SHALL NOT BE INSTALLED WITHIN, OR PARTLY WITHIN, 1500mm GF THE
SOCKET END OF THE SAME PIPE. THIS IS BECAUSE THE OUTSIDE DIAMETER OF THE PIPE BARREL
EEﬁ:E'EE’\‘ITAf\E/éTFEL?FL EEﬁ:E'EE’\‘/LE\EIéTFEL'}FL MAY NOT COMPLY WITH THE TOLERANCE REQUIREMENTS SPECIFIED IN AS/NZS 2280 WITHIN
1500mm OF THE PIPE SOCKET. AS A CONSEQUENCE, RUBBER RING JGINTS MAY NOT SEAT AND
) SEAL CORRECTLY IF INSTALLED ON THIS SECTION OF THE PIPE BARREL. IF IT IS NECESSARY T0
EXISTING BRANCH , SP/SP EXTENSION PIPE 1500 MIN (REFER NOTE 2. FOR DI PIPE) , INSTALL A BRANCH WITHIN THIS SECTION, THE PIPE SHALL BE REMOVED AND A SUITABLE LENGTH
CONNECTION MINIMUM 1000mm | OF PIPE INTRODUCED, TOGETHER WITH MECHANICAL COUPLINGS.
! (REFER NOTE 1)
3. FOR BRANCHES ON EXISTING MAINS USE GALVANISED BOLTS ON FLANGED FITTINGS (GRADE 4.6
_ _ | I o _ o _ _ i _ 8_ UP TO PN16) WITH GALVANISED WASHERS UNDER BOLT HEAD AND NUT, THEN WRAP FLANGES
e | | AND GALVANISED BOLTS WITH PETROLATUM TAPE SYSTEM PRIOR TG BACKFILLING.
LONG BARREL GIBAULT/ O DR LT/ \ . FOR BRANCHES ON NEW MAINS, USE STAINLESS STEEL BOLTS ON FLANGED FITTINGS (CLASS 50
DI TEE SO/SG/FL MECHANICAL COUPLING DI TEE SP/SP/FL FOR DICL PIPE UP TO PN16) WITH STAINLESS STEEL WASHERS UNDER BOLT HEAD AND NUT.
(REFER NOTE 5.) FOR DICL PIPE (REFER T PWC (REFER NOTE 5.) REFER TO PWC STD
ST BRG W1-2-{7A] BRG W1-2-17A 5. USE DI TEE WITH INTERNAL AND EXTERNAL FUSION BONDED COATING.
TYPICAL THRUST BLOCK BRANCH OFF EXISTING MAINS 6. DG NO USE TEES OR OTHER FITTINGS THAT HAVE ANY DAMAGE TO FUSIGN BGNDED INTERNAL
REFER STD DRG W1-2-05 PLAN VIEW COATING.
7. DO NOT USE TEES OR OTHER FITTINGS THAT HAVE ANY DAMAGE TO FUSION BONDED EXTERNAL
| CGATING THAT EXCEEDS 25mm x 25mm. FOR DAMAGE TO FUSION BONDED EXTERNAL CGATING
FLANGE/SOCKET FITTING | LESS THAN 25mm x 25mm, REPAIR BY WRAPPING WITH 50mm WIDE PETROLATUM TAPE.
NEW BRANCH 8. DO NOT INSTALL NEW BRANCH WITHIN ONE METRE OF SERVICE TAPPINGS OR OTHER FITTINGS.
9. ONLY POWER AND WATER (OR ITS AUTHORISED CONTRACTORS) ARE PERMITTED TO TAP
RESILIENT SEATED RESILIENT SEATED EXISTING, IN-SERVICE (LIVE) MAINS OR MAINS THAT HAVE BEEN HYDROSTATICALLY TESTED.
SLUICE VALVE FL/FL SLUICE VALVE FL/FL FLANGE/SPIGOT WITHIN LICENSED AREA AND UPON PAYMENT OF THE NECESSARY FEES, POWER AND WATER WILL
5 PERFORM TAPPING OF LIVE MAINS, HOWEVER, EXCAVATION, ALL MATERIALS AND INSTALLATION
EXISTING BRANCH , SP/SP EXTENSION PIPE 1500 MIN (REFER NOTE 2. FOR DI PIPE) , SHALL BE SUPPLIED BY THE CONTRACTOR.
CONNECTION : | R OTE T | 10. ROAD CROSSINGS IN CBD AREAS OR DESIGNATED HIGHER PRESSURE ZONES SHALL USE DUCTILE
: : IRON PIPE LOOSE SLEEVED WITH POLYETHYLENE SLEEVING FROM BRANCH TO 500mm BEYOND
1 | = = = = | . . = - - - d_ GPPOSITE KERB.
|
ol =il 11, IF ANY BRANCH SERVICES A MULTI-DWELLING DEVELOPMENT OF 25 UNITS OR MORE, INSTALL
/ 7 L ONG BARREL GBAULT/ LONG BARREL GBAULT/ \ VALVES EACH SIDE OF NEW BRANCH AS SHOWN ON MULTI-DWELLING ALTERNATIVE.
FOR DICL PIPE MECHANICAL COUPLING DI TEE FL/FL/FL MECHANICAL COUPLING FOR DICL PIPE
DI TEE SO/S0/FL REFER TO PWC STD (REFER NOTE 5. REFER TG PWC STD
(REFER NOTE 5 BRG W1-2-17A DRG W1-2-17A
MULTI-DWELLING ALTERNATIVE (NOTE 11)
PLAN VIEW
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