FOR POTABLE WATER ONLY

CHAMFERED EDGE CONCRETE
SURROUND WITH SL81MESH,
600 x 600 x BEPTH OF

SURFACE BOX

NOTES
1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

2. ONLY INSTALL HYDRANTS IN RGADWAYS WHERE APPROVED BY POWER AND WATER CORPORATIGON. REFER TO
STANDARD DRAWING W1-2-03C FOR INSTALLATIGN IN ROADWAYS.

PAINT HYDRANT

BOX LID RED 3. KEEP SLUICE VALVE SHROUDS AND HYDRANT PIT CLEAR OF VALVES, HYDRANTS AND RISER TO PREVENT THE

TRANSFER OF TRAFFIC LOAD TG THE PIPELINE.
L. READ THIS DRAWING IN CONJUNCTION WITH STANDARD DRAWING W1-2-17A MAINLAYING APPLICATION OF

STOP VALVE SURFACE BOX

REINFORCED CONCRETE SURROUND ———

—_—

DN300 PVC STORMWATER
PIPE SHROUD

MAIN, REFER TO NOTE 5
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CONCRETE THRUST
BLOCK

REFER TO PWC
STD. DRG.
W1-2-05A
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DN100 HYDRANT TEE
REFER TG NOTE 10

DN100 FL-FL SLUICE
VALVE, REFER TG NOTE 7

HYDRANT INSTALLATION OFF MAIN IN NATURE STRIP

PAINT VALVE
BOX LID RED CONCRETE SURROUND POLYETHYLENE SLEEVING FOR CORROSION PROTECTION OF DICL PIPES AND STANDARD BRAWING W1-2-17B
1000 x 1000 x 100, SL81MESH MAINLAYING APPLICATION GF POLYETHYLENE SLEEVING FOR CORROSIGN PROTECTION OF DICL FITTINGS.
AND CHAMFERED EDGE
" 2 5. FOR DICL MAINS, WRAP PIPES AND FITTINGS WITH POLYETHYLENE SLEEVING. FOR PVC OR GRP MAINS, USE
OCmO0 S APPROVED DI FITTINGS HAVING INTERNAL AND EXTERNAL POLYMERIC COATING. SUBJECT TG WATER AND SEWAGE
e mmis Sz INFRASTRUCTURE PRODUCTS MANUAL USAGE LIMITATIONS DICL FITTINGS WRAPPED IN POLYETHYLENE SLEEVING
vl = 2 CAN BE USED AS AN ALTERNATIVE.
Sje = O w
E = 6. LOCATE HYDRANTS CLEAR OF DRIVEWAYS. LOCATE HYDRANTS CLEAR OF FOOTPATHS EXCEPT WHERE FOOTPATH
S PAVING EXTENDS THE WIDTH OF THE NATURE STRIP.
<C LWL
— <
\ Qe 7. PROVIDE AN EXTENSION SPINDLE WHERE THE TOP OF THE VALVE SPINDLE IS GREATER THAN 350mm BELOW FSL.
8. CONCRETE FOR THRUST AND ANCHOR BLOCKS & GENERAL CONCRETING SHALL BE CLASS N25 IN ACCORDANCE WITH
[ ™~— HINGE OF SURFACE BOX. GRIENTATE AS. 1379 AND AS.3600.
HYDRANT SPINDLE TG BE ABJACENT TO
HINGE 9. USE ONLY THGSE MANUFACTURERS' PRODUCTS SHOWN APPROVED IN THE WATER AND SEWAGE INFRASTRUCTURE
PRODBUCTS MANUAL.
PLAN 10. FOR NEW CONSTRUCTION, USE SO-SO-FL HYDRANT TEE, SO-SP-FL HYDRANT TEE PERMITTED ON NEW DICL MAINS.
REFER TO STANDARD DRAWING W1-1-16 FOR CONNECTION TO EXISTING MAINS.
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1000 MIN 1000 MIN AS SPECIFIED ON 3
DESIGN PLANS >
HYDRANT SURFACE BOX =
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= STOP VALVE SURFACE BOX ——— REINFORCED CONCRETE 2
Rl SURRGUND
FsL _ < - _ REINFGRCED CONCRETE SURROUND — -
R T, = | | T 57 o T . —g - //."|=.:\\ —— N s
10mm STONE [« HYDRANT PIT DN300 PVC STORMWATER ——— COMPACTED — BS750 SCREW-DOWN HYDRANT
\ - BS750 SCREW-DOWN HYDRANT EXISTING MAIN, PIPE SHROUD NOT T0 CRUSHED ROCK —
VALVE BOX DN80 HYDRANT RISER
SUPPORT RING DN8O HYDRANT RISER REFER TO NOTE 5 CONTACT VALVE HYDRANT PIT —
ST SLEEVING OF VALVE AS REFER TO NGTE 3 = 10mm WIDE TAPE OR STRAP AND BUCKLE
SLEEVING OF VALVE AS 10mm WIDE TAPE OR STRAP AND OV i REQUIRED. REFER T0 f TO SEAL SLEEVING BELOW HYDRANT
REQUIRED, REFER TO STD. BUCKLE TO SEAL SLEEVING ><\>/ o STD DRG W1-2-178 .~ 10mm STONE~" - FLANGE, REFER TG NOTES 5 AND 6
DRG. W1-2-178 BELOW HYDRANT FLANGE, A VALVE BOX DNB0100 FLS0 DUCKEGOT BEND
REFER TG NOTES 4 AND 5 @\@ X SUPPORT RING
— . NSO
~=—— CONCRETE THRUST BLOCK \\///\\\/// T T N
REFER TO PWC STD. DRG. N e CONCRETE THRUST BLOCK
W1-2-05A SAAY DN80 CAN BE USED REFER TO STD. DRG. W1-2-05A
NG MAX. 2.5 METRES
REFER TONOTES & AND S DN80-100 FL-S0 HYDRANT BEND N R POLYETHYLENE SLEEVING, DN100 FL-SP SCREWED FLANGE
\///\\// RIS LRI gg;gg FTLO—;%?HICE VALVE, REFER TO NGTES & AND 5 DICL PIPE, LENGTH CUT TO SUIT
ELEVATIGN TAREIKKNKA ELEVATION
EXISTING DN100
HYDRANT TEE

HYDRANT RELOCATION TO NATURE STRIP

DES NWM/CMW

GENERAL AMENDMENTS 2021,
REBRAWN IN AUTGCAD.

NOTE 10 ADDED. GENERAL AMENDMENT.

AN W s W

BETAILS A & B REMGVED. DN80-100 TAPER REMOVED. TEXT AMENDED TO SUIT.

NOTES 2, 3, 5 AND 8 CHANGED. TEXT REFERENCES CHANGED.
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MAINLAYING
BS750 SCREW-DOWN HYDRANT INSTALLATION IN

NATURE STRIP OFF DN300 - DN750 MAINS

Powengter

ISSUED MAY01

ALL DIM. IN mm

NORTHERN TERRITORY A3 | BRAWING W1-2-03B
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